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CRC is a leader in specialty adhesives for the maintenance and
repair professional, with these new products in the Australian market.

Meeting the needs of the trade as well as the do-it- The CRC Adhesives Range includes contact adhesives
you-selfer, these high performance and innovative new and pipe cement for almost every possible application
products have put CRC at the pinnacle of specialist where these products are required.

adhesives.
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CRC F2 Multi-Purpose Contact Adhesive w

A high performance general-purpose contact adhesive. It is water resistant and flexible
and its high bond strength makes it ideal for a wide range of uses. CRC F2 is easily
applied, highly versatile, durable and bonds instantly to most substrates.

. Versatile — Multipurpose

. High bond strength — Bond most materials and substrates
. Water resistant / Flexible — Ideal for a wide variety of uses
. Easy to use, no cdlamping required

. Apply by brush or roller

Package Size Product Code
75mlTube 8002
250mITin 8008
500mITin 8009
1Tin 8010

CRC F3 Non-Drip Contact Adhesive w

A thixotropic, high-strength contact adhesive. It is formulated to be non-spill and non-
drip, giving greater control of application and better coverage.This gel feature makes it
ideal for vertical and ceiling applications and for bonding onto porous surfaces, e.g. Gib
board. CRC F3 will not soak in as other liquid adhesives do, giving excellent results

on porous surfaces such as the end grain of particle board.

. Thixotropic — Ideal for vertical and porous surfaces
. Non-spill, non-drip — Greater control of application and better coverage
. Resilient — Good resistance to heat, water; acids and alkalis
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CRC Ultra High Strength Aerosol Adhesive m

CRC UHS is an uftra high strength contact adhesive which gives an immediate and
permanent bond on a wide variety of surfaces. It is formulated to give low soak, cure
fast, dry clear and be non-staining.

CRC Ultra High Strength Aerosol Adhesive has high heat resistance and is suitable
on porous and non-porous surfaces making it ideal for a wide variety of applications,
where permanent, high strength bonds are essential. CRC UHS uses a unique resin
system making it resistant to breakdown from plasticiser migration.

. Ultra High Strength — Instant Permanent Contact Bond

. High Heat Resistance — Up to 75°C

. Plasticiser Safe — Resistant to breakdown from plasticiser migration

. Easy to Use — No clamping required

. Variable Nozzle — Allows controlled, accurate spraying and a variable spray

. Apply by trowel or scraper width
Package Size Product Code Package Size Product Code
500mITin 8020 Aerosol 550ml 8180

CRC PVC Pipe Cement w

A general purpose, clear PVC adhesive, specially formulated for sealing and bonding
joints in PVC guttering, conduit, waste bowls, standard low pressure pipe systems etc.
CRC PVC Pipe Cement is a blend of three aggressive solvents with sufficient resin to
provide a brushing consistency.

. Is used widely for installing SIC and PVC pressure pipes,
guttering, waste and vent pipe fittings, and conduit systems

. Is specially formulated to ‘weld'bond PVC and PVC rigid pipes, fittings, sheeting
and components

. Can bond PVC spouting to itself

. PVC Pipe Cement is not gap-filling

Package Size Product Code
250mITin 8132
500mITin 8136

CRC Multi Purpose Spray Adhesive w

CRC Mutti Purpose Spray Adhesive bonds most materials quickly and easily, giving a
long lasting bond. It is formulated to give a fast tack off, low soak spray and dries clear:

CRC Mutti Purpose Spray Adhesive is a pressure sensitive one-way adhesive that
remains repositionable for 1-2 minutes eliminating costly errors with expensive
materials. Once positioned, the adhesive will bond within 10-20 minutes. Full cure will
take 24 hours.

. Reliable — High strength

. Convenient — Rapid cure, fast tack

. User friendly — Non staining / low mist, Aerosol = no clean up

. Easy to Use — Repositionable, Clear drying

. Cost effective — Low soak

. Low odour - Safe for indoor use

Package Size Product Code
Aerosol 210ml 8015
Aerosol 575ml 8017

CRC Stuff Off Adhesive Remover m

A powerful remover that is designed to soften or dissolve most adhesives and paints
as well as uncured laminating resins and uncured sealants. The gel formula clings to the
surface making it also ideal for vertical applications. It also removes paint spills, graffiti,
inks and grease.

. Ideal for use on: Metal, Wood, Fabric, Carpet, Stone, Brick, Steel
. Effectively removes: Adhesives, Paints, Graffiti, Inks, Resins, Grease, Uncured

sealants
Package Size Product Code
Aerosol 550ml 8270

CRC MS High Performance Adhesive Sealant (&

MS Sealant is a high performance, one-component neutral curing adhesive sealant
based on MS Polymers. It has excellent primerless adhesion to all materials commonly
used in the demanding building, construction and engineering industries. It is ideal
where silicone sealants are not suitable. BRANZ Appraised for White, Black & Grey.

. Excellent adhesion strength —To a wide range of substrates used in the building,
construction and engineering industries

. Waterproofs, bonds and seals —Wide variety of application, one product does
it all

. Paintable — Cured product can be painted with most solvent and water based
paints and varnishes

. Neutral cure — Contains no acids

. Extreme flexibility — Excellent mechanical properties over a wide temperature
range for use in dilation joints

* Wil not crack — No cracks and no signs of aging

Package Size Product Code
White Cartridge 400g 8361
Clear Cartridge 300g 8362
Black Cartridge 400g 8363
Grey Cartridge 400g 8364
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